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(7) The accessibility and ease of oper-
ation of necessary controls by the ap-
propriate crewmember during all nor-
mal and emergency operations when at 
the crewmember flight station; 

(b) The accessibility and ease of oper-
ation of necessary controls by the ap-
propriate crewmember; and 

(c) The kinds of operation authorized 
under § 23.1525. 

[Amdt. 23–21, 43 FR 2319, Jan. 16, 1978, as 
amended by Amdt. 23–34, 52 FR 1834, Jan. 15, 
1987] 

§ 23.1524 Maximum passenger seating 
configuration. 

The maximum passenger seating con-
figuration must be established. 

[Amdt. 23–10, 36 FR 2864, Feb. 11, 1971] 

§ 23.1525 Kinds of operation. 

The kinds of operation authorized 
(e.g. VFR, IFR, day or night) and the 
meteorological conditions (e.g. icing) 
to which the operation of the airplane 
is limited or from which it is prohib-
ited, must be established appropriate 
to the installed equipment. 

[Doc. No. 26269, 58 FR 42166, Aug. 6, 1993] 

§ 23.1527 Maximum operating altitude. 

(a) The maximum altitude up to 
which operation is allowed, as limited 
by flight, structural, powerplant, func-
tional or equipment characteristics, 
must be established. 

(b) A maximum operating altitude 
limitation of not more than 25,000 feet 
must be established for pressurized air-
planes unless compliance with 
§ 23.775(e) is shown. 

[Doc. No. 26269, 58 FR 42166, Aug. 6, 1993] 

§ 23.1529 Instructions for Continued 
Airworthiness. 

The applicant must prepare Instruc-
tions for Continued Airworthiness in 
accordance with appendix G to this 
part that are acceptable to the Admin-
istrator. The instructions may be in-
complete at type certification if a pro-
gram exists to ensure their completion 
prior to delivery of the first airplane or 
issuance of a standard certificate of 
airworthiness, whichever occurs later. 

[Amdt. 23–26, 45 FR 60171, Sept. 11, 1980] 

MARKINGS AND PLACARDS 

§ 23.1541 General. 
(a) The airplane must contain— 
(1) The markings and placards speci-

fied in §§ 23.1545 through 23.1567; and 
(2) Any additional information, in-

strument markings, and placards re-
quired for the safe operation if it has 
unusual design, operating, or handling 
characteristics. 

(b) Each marking and placard pre-
scribed in paragraph (a) of this sec-
tion— 

(1) Must be displayed in a con-
spicuous place; and 

(2) May not be easily erased, dis-
figured, or obscured. 

(c) For airplanes which are to be cer-
tificated in more than one category— 

(1) The applicant must select one cat-
egory upon which the placards and 
markings are to be based; and 

(2) The placards and marking infor-
mation for all categories in which the 
airplane is to be certificated must be 
furnished in the Airplane Flight Man-
ual. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30 
FR 258, Jan. 9, 1965, as amended by Amdt. 23– 
21, 43 FR 2319, Jan. 16, 1978] 

§ 23.1543 Instrument markings: Gen-
eral. 

For each instrument— 
(a) When markings are on the cover 

glass of the instrument, there must be 
means to maintain the correct align-
ment of the glass cover with the face of 
the dial; and 

(b) Each arc and line must be wide 
enough and located to be clearly visi-
ble to the pilot. 

(c) All related instruments must be 
calibrated in compatible units. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964; 30 
FR 258, Jan. 9, 1965, as amended by Amdt. 23– 
50, 61 FR 5192, Feb. 9, 1996] 

§ 23.1545 Airspeed indicator. 
(a) Each airspeed indicator must be 

marked as specified in paragraph (b) of 
this section, with the marks located at 
the corresponding indicated airspeeds. 

(b) The following markings must be 
made: 

(1) For the never-exceed speed VNE, a 
radial red line. 
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